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Parameter Description

Frequency 

Channel

Time To First Fix

Position Accuaracy
Timing Accuracy
Altitude
Velocity

L1, 1575.42MHZ (C/A Code) / GLONASS Optional

14 Channels

0.7m RMS SBAS, (Single 1.5m RMS) 
20ns RMS
Maximum 18,000m (60,000 feet)
Maximum 515m/s (1000 knots)

Update Rate 1Hz(default), 10Hz output rates(Option)
Power Supply VCC : 5V (Max 5.25V)

Hot Start : 45s Typical
Cold Start : 75s Typical 

Parameter Description

Serial Ports: 1 RS232 Interface, 
1 USB Host, 1 USB Device default

Parameter Description

USB Ports: 1 Channel
Data I/O Protocol: 
Timing Output: 
Bluetooth:
Wi-Fi:

Key / LED:

NMEA 0183
1PPS, active low, falling 

IEEE 802.11 b/g/n
Key : Power & Mode Button
LED : GPS, Wifi, Bluetooth, Serial, Power, Battery

Bluetooth Version 2.0, SPP, Range 10m

-10°C to +65°C

-20°C to +85°C

Operating Temperature: 

Storage Temperature: 
IPX5Water Proof:

Parameter Description
Input Voltage: 

Internal battery:
Charging time:

5.0 VDC ±5%

5 Hr
5,000 mA / 3.7V
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